### TECHNICAL DATA

- Saw blade diameters:
  - Manually: 20-550 mm
  - Automatically: (100) 140-460 mm
- Max saw blade thickness: 10 mm
- Indexing speed: 3-75 strokes/min.
- Number of teeth: 999
- Cooling Equipment: 90 PSI – 40 l/min.
- Grinding wheel drive: 2.2 kW
- L x W x H (approx.): 55 in X 69 in. X 88 in.
- Weight (net): 3300 lbs.

### PRICE AND DELIVERY

- Price: Upon request
- Delivery: 6 – 8 weeks
- FOB: Summerville, SC
- Warranty: 6 months
- Terms: 70% deposit, balance due before shipment

---

**SCHMIDT-TEMPO FREESTYLE**

HMT CERTIFIED PRE-OWNED AUTOMATIC CNC SAW BLADE GRINDING CENTER

**COMPLETELY REBUILT AND RECONDITIONED**

- For fully automatic or manual resharpening and toothing of HSS, segmental and solid tungsten carbide saw blades
- 4 axis CNC control with fully digital servo drives
- Automatic saw blade loading system
- High surface quality and short grinding times

---

131 Elliana Way, Ste. D
Summerville, SC 29483
www.hmtmachinery.com
bhaas@hmtmachinery.com